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(57) ABSTRACT

Embodiments of the invention provide systems and methods
for insulating a component of a home or building. An insu-
lated component may include a generally planar surface and
a frame positioned atop one side of the generally planar
surface. The frame may include a plurality of outer studs
coupled together to form an outer periphery and inner studs
that divide the frame into one or more sections. One or more
of the sections may include a cavity or hollow space. The
insulated component may also include a first layer of insula-
tion within one or more of the cavities. The first layer of
insulation may include a pour insulation material that transi-
tions from a liquid state or phase to a solid state or phase.
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1
METHODS AND SYSTEMS FOR INSULATING
A BUILDING

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a division of pending U.S. application
Ser.No. 13/923,552, filed Jun. 21, 2013, which is a division of
U.S. application Ser. No. 13/286,569 filed Nov. 1, 2011 now
issued U.S. Pat. No. 8,495,852 Jul. 30, 2013.

BACKGROUND OF THE INVENTION

This application is a division of pending U.S. application
Ser.No. 13/923,552, filed Jun. 21, 2013, which is a division of
U.S. application Ser. No. 13/286,569 filed Nov. 1, 2011 now
issued U.S. Pat. No. 8,495,852 Jul. 30, 2013. The present
invention relates generally to methods and systems for insu-
lating a component of a home or building, and more specifi-
cally to methods and systems for insulating a component of a
home or building using a pour insulation material.

Factory built homes or prefabricated homes (e.g., manu-
factured home, modular homes, mobile homes, and the like)
are quite often built with roof or attic designs that provides a
limited amount of space. This space may be so limited that it
may not be practical for an individual to climb into the attic
and move around. As such, these attics often lack an access
hatch that permits access to the attic from within the home.
The roofs/attics are often built with limited space because the
home and/or roof is often transported by road from a manu-
facturing facility to a job site where the home components are
assembled to form the home. The designers are often con-
strained as to the height of the roof and/or home because the
roof and/or home may be required to pass under one or more
bridges, walkways, or overpasses, such as a freeway over-
pass. The height of the roof and/or home may be further
constrained in other ways as well.

Such attics are often insulated using a loose fill insulation
material thatis often blown into the attic space. Because of the
limited space within the attic, the amount of loose fill insula-
tion that may be applied is limited, often to as little as 3 inches
at the heel and 11 inches or less at the peak. This little
insulation often provides an R value of approximately 30 or
less, which provides moderate to inadequate insulation for the
home and may result in fairly expensive heating and/or cool-
ing bills, especially in extreme temperature conditions. Other
components of factory built or prefabricated homes are also
insulated, such as walls, floors, and the like and may suffer
from similar problems.

Demand for factory built or prefabricated homes remains
high. As such there remains a need for increasing the energy
efficiency of prefabricated homes and improved methods of
insulating components of factory built or prefabricated
homes, especially for insulating space limited components,
such as attics.

BRIEF SUMMARY OF THE INVENTION

Embodiments of the invention provide methods and sys-
tems for insulating a building, such as a component (e.g.,
attic, floor, wall, and the like) a prefabricated home. In one
embodiment, a method of insulating a component of a build-
ing includes providing or obtaining a component of the build-
ing, such as an attic, floor, wall, and the like of a prefabricated
home. The component may include a generally planar surface
and a frame having a plurality of outer components coupled
together to define an outer periphery and one or more inner
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components that divide the frame into one or more sections.
The frame may be positioned atop one side of the generally
planar surface so that at least one of the sections includes a
cavity. The method may also include applying a pour insula-
tion material within the cavity to insulate the component. The
pour insulation material may transition from a liquid state to
asolid state to form a first layer of insulation within the cavity.
The first layer of insulation may have an insulation R value of
between about 3.5 and about 7 per inch of insulation.

Applying the pour insulation material within the cavity
may include positioning a nozzle over the cavity and injecting
the pour insulation material within the cavity through the
nozzle and/or nozzles. Applying the pour insulation material
within the cavity may also include positioning an additional
nozzle over an additional cavity and injecting pour insulation
material within the additional cavity simultaneously with the
pour insulation material being injected within the other cav-
ity.

The generally planar surface may include a plurality of
panels where adjacent panels abut each other at a seam. The
method may further include sealing the seams prior to apply-
ing the pour insulation material. Sealing the seams may
include applying a tape atop or over the seams. The method
may additionally include applying a second layer of insula-
tion atop the first layer of insulation. The second layer of
insulation may include an insulation material that is different
than the pour insulation material. In one embodiment, the
second layer of insulation includes a loose fill fiber insulation
material. In some embodiments, the first layer of insulation
may be applied at a site where the component is manufactured
or prefabricated and the second layer of insulation may be
applied at a site where the component is installed to construct
the building.

The second layer of insulation may be applied to a layer
thickness of between about 1.5 inches and about 9 inches. The
pour insulation material may adhesively couple the frame
with the generally planar surface, thereby eliminating or
reducing the need for other adhesives. For example, the pour
insulation material may be applied within the cavity prior to
the frame being adhesively coupled with the generally planar
surface so that the pour insulation material adhesively
couples the frame with the generally planar surface. The pour
insulation material be a closed cell foam or an open cell foam.
In some embodiments, the component being insulated may be
a roof or attic having one or more truss members positioned
atop the generally planar surface and the method further
include applying the pour insulation material within the cav-
ity while the one or more truss members are positioned atop
the generally planar surface. The pour insulation material
may have a low viscosity and slow cream time that allows the
pour insulation material to spread out within the cavity in the
liquid state so that the resulting first layer of insulation has a
substantially equivalent layer thickness within the cavity.

Inanother embodiment, a component of a home or building
may include a generally planar surface and a frame that may
include a plurality of outer studs coupled together to define an
outer periphery and one or more inner studs that divide the
frame into one or more sections, where the frame is posi-
tioned atop one side of the generally planar surface so that at
least one of the sections includes a cavity. The cavity may
include a first layer of insulation having a substantially
equivalent layer thickness throughout the cavity. The first
layer of insulation may be a pour insulation material that
transitions from a liquid state to a solid state and the first layer
of'insulation may have an insulation R value of between about
4 and about 7 per inch of insulation within the cavity.
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In some embodiments, the component may include one or
more structures of a home, such as a wall, a floor, an attic, and
the like. In a specific embodiment, the structure comprises an
attic or floor of a manufactured or modular home. The attic or
roof may have a maximum height of between about 1 footand
about 4 feet. The cavity may also include a second layer of
insulation positioned atop the first layer of insulation. The
second layer of insulation may be an insulation material that
is different than the pour insulation material, such as loose fill
fiber insulation. The insulation R value of the combined first
and second layers of insulation may be between about 40 and
about 60. The pour insulation material may expand when the
pour insulation material transitions from the liquid state to the
solid state and the thickness of the first layer may be substan-
tially equivalent to a height of one or more of the outer studs
when the pour insulation material is in the solid state. In some
embodiments, the layer thickness of the first layer of insula-
tion may be between about 2 inches and about 5 inches.

In another embodiment, a system for applying pour insu-
lation material to one or more cavities of a prefabricated
component of a building or home may include a workstation
that receives the prefabricated component to insulate the
component. Such a prefabricated component may include a
generally planar surface and a frame having a plurality of
outer studs coupled together to define an outer periphery and
one or more interior studs that divide the frame into one or
more sections. The frame may be positioned atop one side of
the generally planar surface so that at least one of the sections
includes a cavity. The system may also include an injection
mechanism having a plurality of nozzles positionable above
one or more of the frame sections. The injection mechanism
may be operable to inject a pour insulation material into one
or more of the frame sections to a defined level so as to
insulate the prefabricated component. The pour insulation
material may transition from a liquid state to a solid state after
an amount of time and the pour insulation material may have
an insulation R value of between about 4 and about 7 per inch
of insulation.

The system may further include a computing device com-
municatively coupled with the injection mechanism. The
computing device may include a processor and a memory
device having a set of instructions stored thereon. The instruc-
tions may be executed by the processor to cause the comput-
ing device to receive data associated with the prefabricated
component, where the data includes dimensions for each of
the plurality of sections, and transmit instructions to the injec-
tion mechanism to inject the pour insulation material within
the frame section(s) to the defined level, where the amount of
pour insulation material injected into the cavity is based on
the dimensions of the section corresponding to the cavity.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the present invention are described in
conjunction with the appended figures:

FIG. 1 illustrates an exploded view of a component of a
home or building according to an embodiment of the inven-
tion.

FIG. 2 illustrates a partial perspective view of a component
of'a home or building having one or more cavities insulated
with a pour insulation material according to an embodiment
of the invention.

FIG. 3 illustrates a perspective view of a system for insu-
lating a component of a home or building according to an
embodiment of the invention.

FIGS. 4A and 4B illustrate side views of components of a
home or building having a portion of the component cutaway
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s0 as to show the component having one or more layers of
insulation according to an embodiment of the invention.

FIG. 5 illustrates a method of insulating a component of a
home or building according to an embodiment of the inven-
tion.

In the appended figures, similar components and/or fea-
tures may have the same numerical reference label. Further,
various components of the same type may be distinguished by
following the reference label by a letter that distinguishes
among the similar components and/or features. If only the
first numerical reference label is used in the specification, the
description is applicable to any one of the similar components
and/or features having the same first numerical reference
label irrespective of the letter suffix.

DETAILED DESCRIPTION OF THE INVENTION

The ensuing description provides exemplary embodiments
only, and is not intended to limit the scope, applicability or
configuration of the disclosure. Rather, the ensuing descrip-
tion of the embodiments will provide those skilled in the art
with an enabling description for implementing one or more
embodiments. It being understood that various changes may
be made in the function and arrangement of elements without
departing from the spirit and scope of the invention as set
forth in the appended claims. Specific details are given in the
following description to provide a thorough understanding of
the embodiments. However, it will be understood by one of
ordinary skill in the art that the embodiments may be prac-
ticed without these specific details. Also, it is noted that
methods or processes may be depicted as a flowchart or a
block diagram. Although a flowchart may describe the opera-
tions as a sequential process, many of the operations can be
performed in parallel or concurrently. In addition, the order of
the operations may be re-arranged. Further a process could
have additional steps not discussed or included in a figure.
Furthermore, not all operations in any particularly described
process may occur in all embodiments.

As used herein, the term prefabricated building or home
means any building that consists of one or more factory-built
components or units. The prefabricated building or home may
be assembled at the factory and shipped to a job site or
assembled on-site to construct the building or home. For
example, a prefabricated home may consist of several com-
ponents that are built in a factory for assembly with other
components, either at the factory or on-site, to construct the
home. The components may include walls, floors, an attic or
roof, and the like. Fabricating or building the walls, floors,
roof, etc. may include installing plumbing, electrical, light-
ing, network connections, insulation, and the like in the walls,
floors, roofs, etc. Specific examples of such prefabricated
buildings are modules (modular homes), transportable sec-
tion homes (manufactured homes), mobile homes, and the
like, although the term may also refer to single components or
panels that may be shipped to a job site and coupled with one
or more other components or panels.

As used herein, the term insulation R value refers to ther-
mal resistance, which quantifies the heat flux or amount of
heat that is conducted through a material or a combination of
materials, such as through a wall of a building or home. The
higher the R value, the better a material or combination of
materials resist thermal transfer. Thus, in building or home
construction, building components having high R values
(e.g., walls, ceilings, floors, windows, and the like) are
desired.

Also, as used herein, the term pour insulation material
means any type of insulating material that may be applied
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within a cavity or hollow area (e.g., poured, injected, inserted,
and the like) in a fluid or semi-fluid phase or state. The pour
insulation material may transition from the fluid or semi-fluid
phase/state to a solid or semi-solid phase/state. In some
embodiments, the pour insulation material may expand dur-
ing the transition from the fluid/semi-fluid to the solid/semi-
solid state. The pour insulation material may be a two com-
ponent open or closed cell foam, such as for example a two
component methylene diisocyanate (MDI) based polyure-
thane. In some embodiments, the first component of a two
component foam comprises a polymeric isocyanate contain-
ing reactive isocyanate groups while the second component is
a combination of polyols, catalytic agents, and/or a blowing
agent such as HFC-245fa, HFC-365mfc, water, and the like.
In some embodiments, the pour insulation may have an insu-
lation R value of between about 3.5 and about 7.5 per inch of
insulation material (in the solid/semi-solid phase), and in a
specific embodiment may have an insulation R value of about
6. An example of such a pour insulation material is PRO-
FORM™ 2.0 polyurethane pour foam-closed cell system
manufactured by Bayer Material Science.

Prefabricated home attics (or other components), typically
are manufactured with a limited amount of space between the
attic floor and the top of the roof (see attic height H,, of FIG.
4A). The attic height H, typically ranges between about 12
inches and about 36 inches or more and is often constrained
by various factors, such as clearance for bridges or overpasses
during shipping from the manufacturer to the home construc-
tion site. The attic space may be so limited that it may not be
practical for an individual to climb into the attic and move
around. Some homes are built with cathedral or vaulted ceil-
ings having an even more confined attic space, which may be
as little as about 3.5 inches to about 7.0 inches at the heel and
about 12 inches to about 20 inches at the peak (i.e., H, of FIG.
4B).

Due to the space limitations, insulating attics for prefabri-
cated homes is often difficult. Further, the limited space limits
the amount of insulation that may be applied within the attic,
which may result in higher energy costs and/or an insufficient
R value to meet or exceed current or future building insulation
standards. The insulating methods and systems described
herein that use a pour insulation material and/or hybrid insu-
lation layer provide a convenient and easy way to insulate
such space limited prefabricated home attics and components
while providing improved R value for such attics or compo-
nents when compared with traditional prefabricated homes.

Embodiments of the invention may also reduce or elimi-
nate ice formation or ice damming issues common with pre-
fabricated home attics or components. These problems often
occur in prefabricated homes having loose fill insulation in
the attic because the loose fill volume is limited at the attic
heel, which s typically around 3.5 inches for a double wide or
about 7 inches for a single wide home. The insulation R value
at the heel is often as little as 10-16, which results in appre-
ciable heat transfer near the heel that melts snow on the roof
and results in ice damming or ice formation. Embodiments of
the invention significantly enhance the insulation R value at
the attic heel and thereby reduce or eliminate ice formation or
ice damming issues.

Embodiments of the invention provide components of a
home or building and method and systems for insulating a
component of a home or building. The component may be an
attic or roof, floor, wall, and the like and the home or building
may be a prefabricated home, such as a manufactured home,
modular home, mobile home, and the like. The component
may include a generally planar surface and a frame positioned
atop one side of the generally planar surface. The generally
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planar surface may include a plurality of panels where adja-
cent panels abut each other at a seam. The frame may include
a plurality of outer studs that are coupled together to define a
rectangular, square, or other shaped outer periphery and one
or more inner studs that divide the frame into one or more
sections. Some or all of the sections may define a cavity.

Some or all of the cavities may include a first layer of
insulation. The first layer of insulation may have a substan-
tially uniform thickness throughout the cavity and may
include a pour insulation material that transitions from a
liquid state or phase to a solid state or phase, the pour insu-
lation material may have an insulation R value in the solid
state or phase of between about 4 and about 7 per inch of
insulation material. Some or all of the cavities may also
include a second layer of insulation positioned atop the first
layer. The second layer of insulation may include an insula-
tion material different than the pour insulation material. For
example, the second layer of insulation may include loose fill
fiber insulation. The insulation R value of the combined first
and second layers (i.e., the hybrid layer) may be between
about 30 and about 60, and more commonly between about 40
and about 60.

The pour insulation material may expand as the material
transitions from the liquid state or phase to the solid state or
phase. The thickness of the first layer of insulation may be
substantially equivalent to a height of one (or more) of the
plurality of outer studs or inner studs when the pour insulation
material is in the solid state or phase. In some embodiments,
the layer thickness of the first layer of insulation may be
between about 2 inches and about 5 inches (or more), and
more commonly between about 3 and 4 inches. Similarly, in
some embodiments, the layer thickness of the second layer of
insulation may be between about 5 inches and about 12 inches
(or more), and more commonly between about 7 and 10
inches. Having briefly described embodiments of the inven-
tion, additional aspects of the invention will be evident with
reference to the figures.

FIG. 1 illustrates an exploded perspective view of a com-
ponent 100 of a prefabricated home, such as a manufactured
or modular home. Component 100 in FIG. 1 is a roof or attic
of'a prefabricated home, but may also be a floor, wall, and the
like of the home. Component 100 includes a generally planar
surface 108 and a frame 102 positioned atop one side of
planar surface 108. Planar surface 108 includes a plurality of
panels 110 that are positioned so that adjacent sides of the
panels 110 abut at a seam 112. Some or all of the seams 112
may be sealed using an adhesive tape 114. Panels 110 may
include gypsum boards (i.e., drywall), plywood, oriented
strand boards (OSB), and/or other materials known in the
building industry.

Frame 102 includes outer studs 104a and 1045 that are
coupled together to define an outer periphery of frame 102
and also includes one or more inner studs 106 that are coupled
with the inner surface of opposing outer studs 104a. The inner
studs 106 divide frame 102 into one or more sections 113.
Opposing studs 104a may define a longitudinal length of
frame 102 and opposing studs 1045 may define a transverse
length of frame 102, which may be shorter than the longitu-
dinal length. When frame 102 is positioned atop planar sur-
face 108, one or more of sections 113 may define a cavity or
hollow space between opposing studs 106 and 104a¢ and
planar surface 108 (e.g., see cavity 314 of FIG. 3).

Frame 102 is positioned atop one side of planar surface 108
and may be coupled therewith. Coupling frame 102 and pla-
nar surface 108 may include adhesively bonding outer studs
104a and 1045 and/or inner studs 106 with planar surface 108
and/or may include mechanically fastening (e.g., nails,
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screws, staples, and the like) studs 104a, 1045, and/or 106
with planar surface 108. In some embodiments, frame 102 is
not adhesively coupled with planar surface 108 prior to insu-
lating component 100 or is loosely coupled therewith using
one or more screws, nails, and/or staples. In such embodi-
ments the insulating material applied may adhesively couple
frame 102 with planar surface 108.

Referring now to FIG. 2, illustrated is component 200 that
includes a generally planar surface 208 and a frame 202
positioned atop planar surface 208 and coupled therewith. In
FIG. 2, Component 200 depicts an attic of a prefabricated
home, although in other embodiments component 200 could
be a floor, a wall, and the like of the prefabricated home.
Planar surface 208 includes a plurality of panels (not shown)
that may be gypsum boards and the like. Frame 202 includes
studs 204q, 2045, and 206, which in this embodiment repre-
sent components of a truss. For example, studs 2045 and 206
represent bottom cords and studs 2044 represent end blocks
or the attic heel. Bottom cords 2045 and 206 are coupled with
top cords 220 via a gusset plate (not shown) or some other
fastening means known in the art (e.g., mechanical fasteners,
adhesive bonding, and the like). The truss may also include
one or more web members (not shown) fastened to bottom
cords 2045 and 206 and top cords 220 that provide additional
support.

Opposing end blocks 204a, opposing bottom cords 2045
and 206, and planar surface 208 define a plurality of cavities
214 or hollow spaces, where each cavity 214 is bounded on
the bottom by planar surface 208 and on the sides by end
blocks 2044 and bottom cords 206 and/or 2045. One or more
of the cavities, and preferably all the cavities, are insulated
with a pour insulation material 216. Pour insulation material
216 is a foam material that transition from a liquid state to a
solid state. Pour insulation material 216 may be applied
within cavities 214 by pouring or injection pour insulation
material 216 in the liquid state directly onto a top surface of
planar surface 208 within cavity 214. Preferably the seams
(not shown) between adjacent panels (not shown) of planar
surface 208 are adhesively taped to prevent pour insulation
material 216 from leaking through the seams in the liquid
state. A backer material (not shown) may be applied to the
periphery of the frame 202 and planar surface 208 to prevent
the pour insulation material 216 from leaking from the
periphery of the structure. After pour insulation material 216
is applied, it foams and expands during the transition from the
liquid state to the solid state. Pour insulation material 216
may be a two component open or closed cell foam, such as for
example a two component methylene diisocyanate (MDI)
based polyurethane. In some embodiments, pour insulation
material 216 has an insulation R value in the solid state of
between about 3 and about 8, and more commonly a value of
about 6, per inch of insulation. An example of such a pour
insulation material is PROFORM™ 2.0 polyurethane pour
foam-closed cell system manufactured by Bayer Material
Science.

In some embodiments, the amount of pour insulation mate-
rial 216 that may be applied within a respective cavity 214
may be defined by the height of end block 2044, which may be
between about 2 inches and about 6 inches, and more com-
monly about 3.5 inches. In essence four sides of the cavity are
bounded by wood framing or other suitable material that
retain the pour insulation in place as it is applied and the
height of the sides create a maximum depth that the pour
insulation can rise to. In some embodiments, pour insulation
material 216 is applied so that the top surface of pour insula-
tion material 216 in the solid state is substantially equivalent
with the top surface of end block 2044. The insulation R value
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provided to component 200 by pour insulation material 216
may be varied by varying the amount of pour insulation
material 216 applied. The thickness of the resulting foam
insulation (i.e., the solid state of pour insulation material 216)
may range from Y2 inch that may provide air sealing to 5
inches or more to provide maximum insulation.

Pour insulation material 216 may adhesively bond planar
surface 208 with bottom cords 206 and 2045 and end blocks
204a, thereby replacing an adhesive bond material (e.g., poly-
urethane spray adhesive) and/or mechanical fasteners that
would otherwise be applied in an additional manufacturing
step. In other words, frame 202 (e.g., the individual truss
components and end blocks) may be positioned atop planar
surface 208 in an uncoupled or un-adhered state and pour
insulation material 216 may be applied within cavities 214 to
both insulate component 200 and adhesively bond frame 202
to planar surface 208. In other embodiments frame 202 is
loosely or temporarily coupled with planar surface 208 using
one or more mechanical fasteners or adhesive bonds that hold
the structure in place. Pour insulation material 216 is then
applied within cavities 214 to adhesively and permanently
bond frame 202 to planar surface 208. Pour insulation mate-
rial 216 may also be air impermeable to help air seal compo-
nent 200 (e.g., gaps, seams, interfaces, and the like) and/or air
seal any structures penetrating therethrough (e.g., lighting
fixtures, plumbing, pipes, and the like).

Pour insulation material 216 may have a low viscosity in
the liquid state and a slow cream and extended set time so that
the liquid insulation material is able to spread out evenly
within cavity 214 before it foams and sets up. In this manner,
pour insulation material 216 may be self leveling. In some
embodiments, pour insulation material 216 has a viscosity at
atemperature of 77 degrees Fahrenheit of between about 750
and about 900. Similarly, in some embodiments, pour insu-
lation material 216 has a cream time of between about 35
seconds and about 50 seconds, is tack free in a time of
between about 260 seconds and about 300 seconds, and has a
rise time (i.e., foam time) of between about 200 seconds and
about 280 seconds. The pour insulation components may be
heated to about 140° F. to reduce viscosity and speed up the
reaction time. One advantage of using pour insulation mate-
rial 216 is that is reduces and permits control of hazardous
factory volatile organic compounds (VOC), which are com-
mon with high pressure, elevated temperature, two compo-
nent spray polyurethane products. Because pour insulation
material 216 is poured, injected, or otherwise applied within
cavities 214 and not sprayed within the cavities, the VOCs
emitted during application and curing are dramatically
reduced and easily controlled with proper ventilation over
and/or around component 200. This may reduce the need for
ventilation in the factory and reduce or eliminate the need for
workers immediately adjacent or around component 200 to
wear full face or half mask respirators. Spray applications
may cause droplets to form, which increases the chemical
surface area exposed to the atmosphere and permits VOCs to
readily offgas. The exposed surface area, along with heat,
may dramatically impact VOC concentrations.

Referring now to FIG. 3, illustrated is a system 300 for
applying pour insulation material to one or more cavities 314
of'a prefabricated component for a building or home. System
300 includes a workstation 300 upon which a prefabricated
component is positioned. As described above, the prefabri-
cated component may include a generally planar surface 308
and a frame 302 positioned atop one side of planar surface
308. Frame 302 may include a plurality of studs 304a and
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3045 coupled together to define an outer periphery and
include one or more inner studs 306 that divide frame 302 into
sections or cavities 314.

System 300 also includes an injection mechanism 330 that
is operable to inject, pour, or otherwise apply a liquid state
pour insulation material 338 into one or more of the sections
or cavities 314. Injection mechanism 330 may inject the lig-
uid state pour insulation material 338 to a defined level or
volume within a respective cavity 314 to insulate the prefab-
ricated component. As described above, the liquid state pour
insulation material 338 may transition from the liquid state to
a solid state pour insulation material 316. FIG. 3 shows one of
the cavities 314 having a solid state pour insulation material
316 within the cavity. The pour insulation material may foam
or expand so that the top surface of the solid state pour
insulation material 316 is roughly equal with the top surface
of studs 304a and 3045.

Injection mechanism 330 may include one or more injec-
tion tube 334 that extend from a main body. The injection
tubes 334 may each include one or more nozzles 336 posi-
tioned along a longitudinal length of the respective injection
tube. The injection tubes 334 may be spaced apart so that each
injection tubes and corresponding nozzle(s) is positioned
above one of the cavities 314. The injection tubes 334 may
simultaneously inject or pour the liquid state pour insulation
material 338 within a respective cavity 314. The injection
mechanism 330 may move along a longitudinal length of or
otherwise traverse the prefabricated component so that the
injection tubes 334 may inject liquid state pour insulation
material 338 within each or most of the cavities 314. In some
embodiments, injection tubes 334 traverse the entire width of
the prefabricated component and are connected with a rail or
another injection mechanism (not shown) on an opposite side
of the prefabricated component. Additionally, in some
embodiments, injection tubes 334 are individually control-
lable so that the liquid state pour insulation material 338 is
delivered from only one injection tube or a combination of
selected injections tubes (e.g., injected from end tubes and not
intermediate tubes). Similarly, in some embodiments,
nozzles 336 are individually controllable so that the liquid
state pour insulation material 338 is delivered from selected
or specified nozzles 336, such as only distal nozzles or a
combination of distal, proximal, and intermediate nozzles on
respective injection tubes. The individual controllability of
injection tubes 334 and nozzles 336 allows injection mecha-
nism 330 to accommodate prefabricated component having
different designs (e.g., different cavity spacing, cavity pat-
terns, and the like) and/or including unique features (e.g., attic
access hatches, wall windows, pipes, vents, electrical com-
ponents, and the like).

Injection mechanism 330 may be coupled via one or more
hoses with a pour insulation material holding station 340,
although in other embodiments injection mechanism 330
includes such features. Holding station 340 may mix the two
component pour insulation material prior to delivering the
pour insulation material to injection mechanism 330. In an
exemplary embodiment, mixing of the two component pour
insulation material is done at the pour head to eliminate
chemical reaction and build up in the lines and hoses.

Similarly, injection mechanism 330 may be communica-
tively coupled with a computing device 350. Computing
device 350 includes a processor 352 and a memory device
354. The memory device 354 may be programmed with the
design and dimension details of the prefabricated component
(e.g., cavity spacing and depth, access hatch or window loca-
tions, piping or other component locations, and the like) to
automate injection of the pour insulation material within
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cavities 314 for specific and/or unique prefabricated compo-
nents. Based on the design details of the prefabricated com-
ponent, computing device 350 may cause injection mecha-
nism 330 to inject the liquid state pour insulation material 338
to a predetermined level within each respective cavity so that
the top surface of the solid state pour insulation material 316
(i.e., after expansion and/or foaming) is roughly equal with
the top surface of studs 304a and 3045.

An advantage of system 300 is that it is operable with or
easily integrated into pre-existing prefabricated component
manufacturing processes, workstations, and equipment.
Thus, system 300 may be easily implemented with minimal
modification to pre-existing processes and equipment.

As used herein, the term “memory device” includes, but is
not limited to portable or fixed storage devices, optical stor-
age devices, wireless channels and various other mediums
capable of storing, containing or carrying instruction(s) and/
or data. A code segment or machine-executable instructions
may represent a procedure, a function, a subprogram, a pro-
gram, a routine, a subroutine, a module, a software package,
a class, or any combination of instructions, data structures, or
program statements. A code segment may be coupled to
another code segment or a hardware circuit by passing and/or
receiving information, data, arguments, parameters, or
memory contents. Information, arguments, parameters, data,
etc. may be passed, forwarded, or transmitted via any suitable
means including memory sharing, message passing, token
passing, network transmission, etc. A processor(s) may be
coupled with the memory device to perform the necessary
tasks.

Referring now to FIG. 4A, illustrated is an exemplary
embodiment of an insulated prefabricated component 400
having a hybrid insulation layer. Specifically, FIG. 4A illus-
trates a side view of a prefabricated component 400 having a
front portion of the prefabricated component 400 removed to
reveal the interior. Prefabricated component 400 represents
an attic or roof of a manufactured, modular, or mobile home,
although in other embodiments prefabricated component 400
may represent a wall, floor, and the like of a building or home.
Attic or prefabricated component 400 has an attic height H,
that may be space limited as described above. Likewise, pre-
fabricated component 400 also includes a planar surface 408
and frame 404 as described above. A pour insulation material
416 is applied within the frame/planar surface cavity or hol-
low space as shown and as described above. The applied pour
insulation material 416 forms a first insulation layer or foam
insulation layer within prefabricated component 400. The
foam insulation layer has a thickness H such that a top surface
of'the foam insulation layer is roughly equal with or otherwise
adjacent a top surface of frame 404. In some embodiments
foam layer thickness H is between about 2 and about 6 inches
(or more), and more commonly between about 3 and 4 inches
and roughly about 3.5 inches. The foam insulation layer may
provide an insulation R value of between about 3 and about
7.5, and more commonly about 6, per inch of foam. In some
embodiments, the overall insulation R value of the foam
insulation layer may range between about 10 and about 30,
and more commonly between about 15 and about 25.

Positioned atop the foam insulation layer is a second insu-
lation layer 418. Second insulation layer 418 may include an
insulation material different than the pour insulation material.
For example, second insulation layer 418 may include a loose
fill fiber insulation, which may include cellulose, fiber glass,
and the like that is blown in over and atop the foam insulation
layer. The loose fill insulation may be blown in to contact the
underside of the roof, especially at the attic heel. In some
embodiments, the loose fill insulation is blown against an
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attic ventilation system or vent or is blown in so as to maintain
about 1 inch of air space under a roof deck board to allow for
attic ventilation. In some embodiments, fiber insulation of 1.5
inches or greater is used to provide an ignition barrier over the
foam insulation layer. Second insulation layer 418 has a layer
thickness H that may be between about 5 inches and about 15
inches, and more commonly between about 7 and about 10
inches. The loose fill fiber insulation may provide an R value
of’between about 3 and about 5 per inch of insulation material.
Examples of such loose fill fiber insulation include Johns
Manville Climate Pro® MH loose fill fiber insulation. In
some embodiments, the overall insulation R value of the
second insulation layer 418 may range between about 15 and
about 45, and more commonly between about 25 and about
35. In some embodiments the second insulation layer 418
(e.g., the loose fill insulation) is applied at a job site where the
prefabricated component is coupled with other prefabricated
components to construct the home or building. Thus, in some
embodiments, the foam insulation layer and loose fill insula-
tion layer are each applied at different locations—the manu-
facturing site and construction site, respectively. In other
embodiments, the foam insulation layer and second insula-
tion layer are both applied at the same location.

The hybrid insulation layer (i.e., the combined first and
second insulation layers that each include different insulating
materials) may allow the spaced limited prefabricated com-
ponent (e.g., attic, floor, wall, and the like) to have a higher R
value than is otherwise possible using conventional insulating
methods and materials, such as a single layer of blown in
loose fill insulation. Further, the use of a first insulation layer
including the pour insulation material may provide an appre-
ciably higher R value than blown in loose fill insulation while
reducing hazardous VOCs (compared to spray foam applica-
tions) and providing an easy method of applying the insulat-
ing material to the prefabricated component. The hybrid insu-
lation layer may further reduce or minimize the heat transfer
at the attic heel and thereby reduce or eliminate ice formation
or ice damming. In some embodiments, the hybrid insulation
layer provides an insulation R value of between about 40 and
about 60. In a specific embodiment, the hybrid insulation
layer provides an insulation R value of between about 45 and
about 55. This R value is significantly greater than those
achieved by current prefabricated components and is suffi-
cient to exceed current and expected future insulation code
requirements.

FIG. 4B illustrates a side view of an embodiment of vaulted
or cathedral ceiling 400" having one or more layers of insu-
lation. Vaulted ceiling 400' may represent an attic or roofof'a
manufactured, modular, or mobile home. Vaulted ceiling 400'
has an attic height H, that is less than the attic height of
component 400. Attic height H, may be as little as about 10to
20 inches. Properly insulating vaulted ceiling 400" using con-
ventional methods and systems may be difficult due to the
limited space. Vaulted ceiling 400" includes a planar surface
408 and frame 404 as described above and also include a top
surface 432, which may be roof sheathing, plywood, and the
like. A pour insulation material 416 is applied within the
frame/planar surface cavity or hollow space as described
above to a thickness H,. As shown on the left side of vaulted
ceiling 400, thickness H may be such that a top surface of the
foam insulation layer is roughly equal with or otherwise
adjacent a top surface of frame 404. As shown on the right
side of vaulted ceiling 400', a second insulation layer 418
(e.g., loose fill fiber insulation) may be applied atop the pour
insulation material 416 to provide a hybrid insulation layer as
described above. As briefly mentioned above, a 1 inch air
space between the top of the insulation layer and the under-
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side of the roof sheathing 432 may be maintained to provide
adequate attic ventilation. The pour insulation material layer
and/or hybrid insulation layer may greatly enhance the R
value of vaulted ceiling 400'.

Vaulted ceiling 400' may include two or more components,
434 and 435, that are each assembled on a planar horizontal
surface and then lifted into position with respect to each other,
and/or to the walls of a prefabricated home, and coupled
together. The pour insulation material 416 may be applied
within the cavities and allowed to cure prior to the compo-
nents, 434 and 435, being lifted in place and coupled together.

Referring now to FIG. 5, illustrated is a method 500 of
insulating a component of a building or home. At block 501,
a prefabricated component of a home or building is provided
or obtained. The prefabricated component may be an attic or
roof, floor, wall, and the like including a generally planar
surface and frame as described above. The prefabricated com-
ponent may be a component of a manufactured home, modu-
lar home, mobile home, and the like. At block 520, a nozzle is
positioned over a cavity of the component or a plurality of
nozzles are positioned over respective cavities of the compo-
nent. At block 530, a pour insulation material is injected,
poured, or otherwise applied to or within the cavity of the
component. In some embodiments, the pour insulation is
applied using an injection mechanism that includes a plurality
of' nozzles where each nozzle is positioned over a respective
cavity or where two over more nozzles are positioned over the
same cavity. The injection mechanism may then inject the
pour insulation material within the respective cavity. The
component may be insulated at a workstation and the injec-
tion mechanism may be configured to traverse the worksta-
tion to injection the pour insulation material within each
cavity.

The pour material may then be allowed an amount of time
to foam, expand, and/or otherwise transition from a liquid or
semi-liquid state/phase to a solid or semi-solid state/phase. At
block 540, a second insulation material is applied atop the
layer of pour insulation material to form a hybrid insulation
layer. The second layer may include an insulation material
different than the pour insulation. Applying the second insu-
lation material may include blowing in loose fill fiber insula-
tion material atop the layer of pour insulation. In some
embodiments, the first layer of insulation is applied while the
component is at a manufacturing site or facility and the sec-
ond layer of insulation is applied at a job site where the
component is being coupled with one or more other compo-
nents to construct the building or home. In other embodi-
ments, both the first and second layer are applied at the same
site, which may be the manufacturing site or the job site. In
some embodiments, the second layer of insulation is applied
to a thickness of between about 5 and 15 inches, and more
commonly between about 6 and 10 inches, while the first
insulation layer is applied to have a thickness of between
about 2 and 6 inches, and more commonly between about 3
and 4 inches.

Method 500 may further include sealing seams between
adjacent panels of the planar surface to prevent or minimize
leakage of the pour insulation material through the seams.
Sealing the seams may include placing an adhesive tape over
the seams. The pour insulation material may include a low
viscosity and slow cream time that allows the pour insulation
material to spread out within the cavity in the liquid state/
phase so that the resulting first layer of insulation has a sub-
stantially equal or uniform layer thickness throughout the
cavity. In some embodiments, pour insulation material 216
has a viscosity at a temperature of 77 degrees Fahrenheit of
between about 750 and about 900. Similarly, in some embodi-
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ments, pour insulation material 216 has a cream time of
between about 35 seconds and about 50 seconds. The pour
insulation material 216, or the components thereof, may be
heated to about 140° F. to reduce viscosity and speed up the
reaction time. In embodiments where the prefabricated com-
ponent is a roof or attic, the pour insulation material may be
applied while the truss segments or members are coupled with
the attic floor or may be applied prior to attaching the truss
segments or members to the attic floor.

Method 500 may additionally include applying the pour
insulation material within the cavity before the frame of the
prefabricated component is adhesively coupled with the pla-
nar surface. In other words, the frame may not be coupled
with the planar surface or may be loosely or temporarily
coupled therewith via one or more mechanical fasteners (e.g.,
nails, screws, and the like) and/or adhesive bonds. In such
embodiments, the pour material may be used to adhesively
couple the frame and the planar surface in addition to insu-
lating the component.

Having described several embodiments, it will be recog-
nized by those of skill in the art that various modifications,
alternative constructions, and equivalents may be used with-
out departing from the spirit of the invention. Additionally, a
number of well-known processes and elements have not been
described in order to avoid unnecessarily obscuring the
present invention. Accordingly, the above description should
not be taken as limiting the scope of the invention.

Where a range of values is provided, it is understood that
each intervening value, to the tenth of the unit of the lower
limit unless the context clearly dictates otherwise, between
the upper and lower limits of that range is also specifically
disclosed. Each smaller range between any stated value or
intervening value in a stated range and any other stated or
intervening value in that stated range is encompassed. The
upper and lower limits of these smaller ranges may indepen-
dently be included or excluded in the range, and each range
where either, neither or both limits are included in the smaller
ranges is also encompassed within the invention, subject to
any specifically excluded limit in the stated range. Where the
stated range includes one or both of the limits, ranges exclud-
ing either or both of those included limits are also included.

As used herein and in the appended claims, the singular
forms “a”, “an”, and “the” include plural referents unless the
context clearly dictates otherwise. Thus, for example, refer-
ence to “a process” includes a plurality of such processes and
reference to “the device” includes reference to one or more
devices and equivalents thereof known to those skilled in the
art, and so forth.

Also, the words “comprise,” “comprising,” “include,”
“including,” and “includes” when used in this specification
and in the following claims are intended to specify the pres-
ence of stated features, integers, components, or steps, but
they do not preclude the presence or addition of one or more
other features, integers, components, steps, acts, or groups.

What is claimed is:

1. A system for applying pour insulation material to one or
more cavities of a prefabricated component of a building or
home, the system comprising:

a workstation that receives the prefabricated component,

the prefabricated component comprising:

a generally planar surface; and

a frame comprising a plurality of outer studs coupled
together to define an outer periphery and one or more
interior studs that divide the frame into a plurality of
sections, the frame being positioned atop one side of
the generally planar surface so that the plurality of
sections define a plurality of cavities; and
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an injection mechanism comprising:

amain body positioned outside of the outer periphery of the
frame, the main body being moveable laterally along a
side of the frame; and

at least one injection tube that is coupled with the main
body and that extends from outside the periphery of the
frame to inside the periphery of the frame so as to be
positionable above one cavity of the plurality of cavities,
the injection tube including a plurality of nozzles posi-
tioned along a longitudinal length of the injection tube
and fluidly coupled therewith, the injection mechanism
being operable to inject a pour insulation material into
the one cavity via the plurality of nozzles of the at least
one injection tube to a defined level to insulate the one
cavity;

wherein the pour insulation material transitions from a
liquid state to a solid state after an amount of time, and
wherein the pour insulation material comprises an insu-
lation R-value of between about R-4 and about R-7 per
inch of the insulation.

2. The system of claim 1, further comprising a computing
device communicatively coupled with the injection mecha-
nism, the computing device comprising a processor and a
memory device having a set of instructions stored thereon,
which when executed by the processor causes the computing
device to perform the following operations:

receive data associated with the prefabricated component,
the data comprising dimensions for each of the plurality
of cavities; and

transmit instructions to the injection mechanism to inject
the pour insulation material within the one cavity to the
defined level, the amount of pour insulation material
injected into the one cavity being based on the dimen-
sions of the one cavity.

3. The system of claim 2, wherein the data further com-
prises information about components positioned within the
one cavity.

4. The system of claim 3, wherein the processor transmits
the instructions to the injection mechanism based on the
components positioned within the one cavity so that the pour
insulation is only delivered from selected nozzles to thereby
accommodate the component positioned within the one cav-
ity.

5. The system of claim 2, wherein, based on the dimensions
of'the one cavity, the computing device is configured to inject
the pour insulation material into the one cavity in the liquid
state so that a top surface of the pour insulation material in the
solid state after expansion of the pour insulation material is
roughly equal with the top surface of studs.

6. The system of claim 1, wherein each of the plurality of
nozzles of the injection tube are individually controllable so
that the pour insulation material is deliverable from one or
more nozzles of the plurality of nozzles.

7. The system of claim 1, wherein the pour insulation
material comprises two components, and wherein the injec-
tion mechanism is configured to mix the two components at a
pour head of the injection tube.

8. A system for applying pour insulation material to cavi-
ties of a prefabricated component of a building or home, the
system comprising:

an injection mechanism;

a first injection tube having a proximal end that is coupled
with the injection mechanism, a longitudinal body that
extends laterally away from the injection mechanism,
and a distal end, the first injection tube being longitudi-
nally alienable with and positionable above a respective
cavity of the cavities of the prefabricated component so
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that the longitudinal body and the distal end of the first which when executed by the processor causes the computing
injection tube are disposed above the respective cavity; device to perform the following operations:
afirst plurality of nozzles positioned along the longitudinal receive data associated with the prefabricated component,
body of the first injection tube so that the plurality of the data comprising dimensions for each of the cavities;

and
transmit instructions to the injection mechanism to inject
the pour insulation material within the respective cavity

nozzles are disposed longitudinally along and above the 53
respective cavity, the plurality of nozzles being operable

to inject a pour insulation material into the respective and the different respective cavity to the defined level,
cavity to a.deﬁned level to 11}5u1ate the respective cavity; the amount of pour insulation material injected into the
a second injection tube having a proximal end that is 0 respective cavity and the different respective cavity
coupled with the injection mechanism, a longitudinal being based on the dimensions of the respective cavity
body that extends laterally away from the injection and the different respective cavity.
mechanism, and a distal end, the second injection tube 10. The system of claim 9, wherein the data further com-
being longitudinally alienable with and positionable ~ Prises information about components positioned within the
above a different respective cavity of the cavities of the |, reslpfcfgle cavity an(g ﬂlle, dlfgi“ererﬁt r e;pegtlve dcaVlg. di
refabricated component so that the longitudinal bod _ - Jhe system of claim 2, WHereln, basea on the dunen-
gn d the distal en d% £ the second injectioi tube are dis}j sions of each of the cavities, the computing device is config-
posed above the different respective cavity; and ured to inject the pour insulation material into the respective
. " ’ . cavity and the different respective cavity in the liquid state so
4 sg.coridbplélrah;yhofnozzlgs. positt onedél long gle lzngl‘ltu- that taytop surface of the polilr insulatiotrz]materialqin the solid
inal body of the second injection tube so that the plu- . . . ..
rality of Iilozzles are disposgz d longitudinally along gn d 20 state after expansion of the pour insulation material is roughly
above the different respective cavity, the plurality of equgl with the respective cavity and the different respective
. . . . cavity.
nozzles being operable to inject the pour insulation léyThe system of claim 8, wherein the first plurality of
material into the different respective cavity to a defined ’ s .
level to insulate the different respective cavity; s nozzles of the first injection tube and the second plurality of

nozzles of the second injection tube are individually control-
lable so that the pour insulation material is selectively deliv-
erable from one or more nozzles of the first plurality of
nozzles and the second plurality of nozzles.

13. The system of claim 8, wherein the pour insulation
material comprises two components, and wherein the injec-
tion mechanism is configured to mix the two components at a
pour head of the first injection tube and the second injection
tube.

14. The system of claim 8, wherein the distal end of the first
injection tube and the second injection tube is connected with
a rail or a second injection mechanism that is positioned on a
side of the prefabricated component opposite the injection
mechanism.

wherein the injection mechanism is configured to traverse
laterally along a length of the prefabricated component
during application of the pour insulation material so that
the first injection tube and the first plurality of nozzles
and the second injection tube and the second plurality of 5,
nozzles are repositioned above other cavities; and

wherein the pour insulation material transitions from a

liquid state to a solid state after an amount of time, the
pour insulation material comprising an insulation
R-value of between about R-4 and about R-7 per inch of 5
the insulation.

9. The system of claim 8, further comprising a computing
device communicatively coupled with the injection mecha-
nism, the computing device comprising a processor and a
memory device having a set of instructions stored thereon, L



